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The Pyroplex® FG60 60 Minute Fire Resistant Glazing 
System offers a solution for glazed vision panels in fire 
doors up to 60 minutes.

The Pyroplex® FG60 60 Minute Fire Resistant Glazing 
System is a two-part component system and comprises 
of 2 glazing strips and 1 glazing liner. The materials used 
in the system are halogen free, therefore, non-toxic and 
have a low smoke emission. 

Independently tested by Warringtonfire against the 
requirements of TS25 for 60 minutes to BS 476: Part 20: 
1987. Pyroplex® has been awarded CERTIFIRE Approval 
for the FG60 60 Minute Fire Resistant Glazing System. 

CERTIfIRE Certificate No. CF487 
Mid East Certification Scheme Cert. Ref. ME0045

Field of Application
�Pyroplex® FG60 60 Minute Fire Resistant Glazing System has 
been specifically designed for use in the following applications:

• �Glazed apertures in timber fire resisting doorsets.

• Use on insulating and non insulating glass.

Product Features
• �The FG60 60 Minute Fire Resistant Glazing System is supplied 

in kit format

• �The system is quick and simple to install and there is no need 
for specialist tools.

• �The FG60 60 Minute Fire Resistant Glazing System is suitable 
for use with lower density timbers.

• �Using the FG60 60 Minute Fire Resistant Glazing System 
saves production time, reduces wastage, fabrication time and 
minimises stock holding.

Product Data

Product Testing
�Pyroplex® FG60 60 Minute Fire Resistant Glazing System has 
been extensively tested in the UK, Europe and worldwide, to 
national and international standards.

Installation Instructions
Cut the aperture in the door and line with an 8mm hardwood 
liner, then follow instructions:

1. �Line the aperture with the 30096 liner.

2. �Apply the 30095 glazing strip to the beads, then cut to length.

3. ��Install the beading system on one side of the aperture using 
steel screws.

4. �Fit the glass.

5. �Install the remaining bead sections, again using steel screws.

Health and Safety Information
For detailed information on this product please refer to the 
relevant Material Safety Data Sheet which is available on 
request or downloadable at www.pyroplex.com.

Typical Installation

Application: Glazed Apertures
Fire Resistance Period: 60 minutes
Insulation/Integrity: Insulation and Integrity
Test Standard: BS 476: Part 20 and 22: 1987
Approval Type: Certifire CF487QU
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Apply liner Fix strip to bead
Fix bead to one side

of aperture
Place glass in

position Fix second bead
Completed glazed

panel

Approvals and Test Reports

CERTIFIRE - approval performance no. CF487

Mid East Certification Scheme - certification no. ME0045

Warringtonfire report no. 155385

Part No. Contents of Kit Packaging

FG60 30095 (glazing strip) 2 x 2.1m 10 Kits per Tube

30096 (glazing liner) 1 x 2.1m
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