
Product Code Colour Length

G2G935S ●● 935mm
G2G935B ●● 935mm
G2G1035S ●● 1035mm
G2G1035B ●● 1035mm
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●  Available in Silver and Black � nish
●  The plunger can be reversed using a cross-head screwdriver, 

making it suitable for both left and right hand hinged doors
●  Accommodates a threshold gap height of up to 14mm
●  Suitable for framed and frameless doors 
●  Can be cut down by a maximum of 125mm
●  Two part, easy to � t using double sided tape
●  Full � tting instructions provided
●  Identi� ed as G2G® for full traceability

●  Cycle tested to at least 200,000 cycles

Application
Surface Mounted

Materials
External profile
6060 T6 aluminium alloy

Internal profile
6060 T6 aluminium alloy

Mechanisms
Nylon PA6 30% Glass reinforced

Seal
Baloon seal in co-extruded self-extinguishing thermo plastic. 
Color: black

Closing end-cap
Included. Nylon PA6 30% Glass reinforced. Color: black

Activation Plunger
Extractable squared nylon plunger with return spring. Manual adjustment. 
Nylon PA6 30%. Glass reinforced. 
Color: black

Technical Characteristics 
Working temperatures (C˚)
-20˚/+80˚

Fixing type
Double-sided foam tape (supplied with the product)

Working cycles
200.000

Installation Points
The following guidance should be taken into consideration 
when installing G2G:

● To ensure the best bond between the G2G pro� le and the glass, a   
 recommended application temperature between 18 to 35 degrees   
 centigrade is advisable.
● It is recommended that where possible, the joints and glass are 
 equalised to room temperature 24 hours prior to � tting.
●  A quality polished edge works best for maximum bond strength. 
 When � tting the joints on site, it is important that these polished edges  
 are clean, dust and grease free. An alcohol wipe is recommended.

Please note these installation points are for guidance only, Reddiplex take 
no responsibility for the overall installation of a partitioning system.

Technical Support and Guidance
Should you require any further information regarding this product,
please contact Reddiplex Limited.

Other Information
The information contained in this document is based upon our present 
state of knowledge. Recipients must take responsibility for observing 
existing regulations.

Due to our policy of continual improvement Reddiplex reserves the right 
to amend speci� cations without prior knowledge.


